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Iron plate
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eBUILT-IN HIGH-POWER CLASS-D AMPLIFIER /
AMPLIFICATEUR NUMERIQUE CLASS-D INTEGRE ‘ ‘ 3 o
«LARGE MOTOR ASSEMBLY PROVIDES MORE EFFICIENT HEAT DISSIPATION / ) 02m | -
STRUCTURE MAGNETIQUE SURDIMENSIONNEE POUR UNE DISSIPATION THERMIQUE EFFICACE ) S - Jnit/Unité:mm
48m

*HIGH POWER OVERHUNG VOICE COIL DESIGN REALIZES HIGH LINEARITY /
| DESIGN SPECIFIQUE DE LA BOBINE POUR PLUS DE LINEARITE ‘ y
N [/ e LARGE SUSPENSION SYSTEM CORRECTLY ACHIEVES A RHYTHMICAL SOUND / &

: SUSPENSION SURDIMENSIONNEE POUR PLUS DE PERFORMANCE DANS LES GRAVES

eBASS REFLEX SYSTEM /CONCEPTION BASS REFLEX

‘ e : ‘ *OPTIMIZED PORTED TYPE ENCLOSURE DESIGN FOR PUNCHY BASS / ‘ o :' ‘ eWOOFER SIZE 30 cm / TAILLE DE HAUT-PARLEUR 30 cm
Byl 4w ) B E - L e ] Bk
.......... CAISSON OPTIMISE POUR DES BASSES PERCUTANTES | 1T1e : eMAX. MUSIC POWER 1300 W / PUISSANCE MUSICALE MAXIMUM 1300 W
eBASS BOOST CONTROL / CONTROLE BASS BOOST T ; eNOMINAL POWER 350 W/ PUISSANCE NOMINALE 350 W

FREQUENCE DE COUPURE (50 Hz A 125 Hz, =12 dB/OCT.)
: *SPEAKER AND RCA LEVEL INPUTS / REGLAGE DE NIVEAU RCA/HAUT-PARLEUR

..............
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‘ ‘ ‘ ‘ e CROSSOVER FREQUENCY (50 Hz TO 125 Hz, =12 dB/OCT.) /

..............

*SENSITIVITY 113 dB (+1.5 dB) / SENSIBILITE 113 dB (1,5 dB)
‘ : ‘ ‘ : ‘ eFREQUENCY RESPONSE 20 Hz TO 130 Hz (—20 dB) /

‘ ‘ BANDE PASSANTE 20 Hz A 130 Hz (—20 dB)
¢GROSS WEIGHT 11.9 kg / POIDS BRUT 11,9 kg

25 ? 2 ; PIONEER EUROPE NV Haven 1087, keetberglaan 1, B-9120 Melsele, Belgium / Belgio / Belgique
3 X MADE IN CHINA / FABRIQUE EN CHINE / FABBRICATO IN CINA / FEITO NA CHINA / COENTAHO B KUTAE
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PIONEER CORPORATION
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